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Benefits

° There is an enormous increase in infotainment
systems – connected carsForTii® Ace JTX8 can be
processed, blistering free under high temperature
reflow soldering. ForTii® Ace JTX8 is the only
polyamide material meeting JEDEC1 level at all
thicknesses. Stable DK performance up to 10GHz.
Full coloring range and highest color stability after
reflow. High stiffness retention during reflow
(Tp=260c). Superior chemical resistance.

Details

ForTii® Ace JTX8 enables FAKRA connectors with highest signal integrity; High toughness
performance in plug rib, leading no cracking after insertion. Highest pullout force vs. other
PPAs; Withstands high-temperature reflow soldering and no blister formation under JEDEC1
conditions.

Products

ForTii® Ace JTX8
PPA-GF30

Speciality products
ForTii® Ace
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卖方独家声明并保证，在卖方交付之日，产品应符合商定的规格。 卖方不做出任何其他明示或暗示的陈述或保证。
卖方对客户产品的设计不承担任何责任，客户有责任确定卖方的产品是安全的，符合应用法律和法规，并且在技术上或其他方面适合其预期用途。
卖方不认可或声称其产品适合特定应用，并且否认在这方面的每一项陈述或保证，无论是明示的还是暗示的。

典型值仅供参考，不应被视为具有约束力的规格。 产品中的着色剂或其他添加剂可能会导致典型值发生显着变化。
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